Home Improvement and Repair Cost Guide

Introduction

The following costs should be considered a rough guide only, and are based on an average 1,500 square foot, two -story,
three-bedroom home. Since the quality of products and services can vary greatly, as well as the nature and inherent
complexity of the work required it is impossible to provide exact estimates. Contractor quotes can vary by as much as 300%.

For more precise costs/estimates, a licensed professional must be contacted to provide an exact quote for any work. It is
always a good idea to get at least three written estimates before choosing a contractor or renovator for your project.

Structural Components

Construct separate basement entrance

Underpin one corner of house

Lower basement floor by 12-inches (benching method)
Lower basement floor 12-inches (underpinning method)
Replace deteriorated wooden sill beam with concrete
Re-support joist by sistering another alongside

Replace main beam in unfinished basement
Install/replace basement support columns on proper footings
Chemical treatment for termites

Termite inspection by specialist

Remove or open bearing wall

Remove partition wall

Install door opening in interior wall

Rebuild arch above window or door opening

Install lintel above opening in masonry wall

Build an addition: foundation to roof

Add a second story

Install collar ties in attic

Install lateral bracing on collar ties

Roofing System (based on average slope and complexity)

$8,000. +

$3,500. +

$180. per lin./ft. (min. $6,500.00)
$200. + per lin./ft. (min. $9,000.)
$60. + per lin./ft. (min. $500.)

$200. to $400. (depending on accessibility)

$1,500. to $2,500. +

$450. to $600.

$1,200. approx.

$150. to $225.

$2,000. and up (excluding decorating)
$500. to $1,500. (excluding decorating)
$500. to $1,000. (excluding decorating)
$800. +

$500. +

$125. to $200. per sq./ft.

$100. to $200. per sq./ft.

$30. to $50. ea. (min. $400.)

$150. to $300. +

Asphalt shingles over existing

Strip and re-shingle asphalt shingles

Strip and re-roof with cedar shingles

Strip and re-roof with cedar shakes

Install concrete tile roof (no structural reinforcement)
Install slate roof (no structural reinforcement)
Repair loose slates or tiles

Install roll roofing

Strip and replace built up tar & gravel

Strip and install single-ply membrane
Improve flat roof drainage prior to installation
Apply UV paint to single-ply membrane
Install sheet metal on small roof surface

$1.50 to $2.25 + per sq./ft.

$3.00 + per sq./ft

$6.50 + per sq./ft.

$6.00 + per sq./ft.

$6.00 + per sq./ft.

$10. + per sq./ft.

$30. + per piece (min. $300.)

$1.50 to $2.00 + per sq./ft.

$6.50 to $10.00 + per sq./ft. (min. $900.)
$6.50 + $10.00 per sq./ft. (min. $900.)
$2.00 to $3. + per sq./ft.

$0.50 per sq./ft. (min. $250.)

$8.00 + per sqg./ft. (min $500.)
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Re-flash standard chimney

Install metal cricket on wide chimney

Re-flash standard skylight

Repair valley flashings on existing roof

Repair parapet wall flashings

Repair wall flashings

Rebuild typical chimney above roof line

Repoint typical chimney above roof line

Install concrete cap on typical chimney

Install rain cap & vermin screen on typical chimney
Install roof vents

Roof tune up

Install new skylight on flat roof (including interior finish)
Install new skylight on sloped roof (including interior finishing)
Average cost to install new shingles

Average cost to tear off existing shingles and install new

Exterior Components

$300. +

$300. to $500. +

$400. +

$20. + per lin./ft. (min. $300.)
$15. + per lin./ft. (min. $300.)
$4.00 + per lin./ft.

$150. + per lin./ft. (min. $300.)
$250. +

$200. to $350.+

$150. +

$85. + per vent (min. $150.)
$200. +

$2,000. +

$2,800. +

$2,500. + (approx.)

$4,500. + (approx.)

Install exterior insulated door into opening in masonry wall
Install solid wood door into opening in masonry wall

Install 6ft. (average quality) patio door into opening in masonry wall

Install aluminum storm/screen door into opening in masonry wall
Replacement Windows: Aluminum slider
Casement and Awning
Double hung
Fixed
Bay
Storms
Create opening for new window including lintel
Install aluminum or vinyl siding
Install cedar siding
Install stucco
Install brick veneer
Clean brickwork: Unpainted brick
Painted brick
Install interlock brick patio
Install stamped concrete
Install patio stones
Install wood deck: Pressure-treated lumber
Cedar lumber
Using existing base
With new base

Install asphalt driveway

Seal asphalt driveway

Install 6ft. pressure-treated fence: Board on board fashion
B. on B. + 12" lattice
Install 6ft. cedar fence: B. on B. + 12" lattice

Install 4ft. chain link fence

$750. +

$900. +

$1,800. +

$350. +

$25. + per sq./ft

$50. + per sq./ft.

$45. + per sq./ft.

$30. + per sq./ft.

$45. + per sq./ft.

$100. to $200. + ea.

$500. to $1,000 + ea.

$3.50 to $5.00 + per sq./ft.

$5.00 + per sq./ft.

$8.00 + per sq./ft.

$10. per sq./ft.

$1.50 per sq./ft.

$5.00 + per sq./ft.

$6.50 to $10. per sq./ft: (min. $650.)
$7.50 + per sq./ft. (min. $750.)
$6.00 + per sq./ft. (min. $600.)
$14. + per sg./ft. (min. $900.)

$18. + per sq./ft. (min. $1,200.)
$2.00 to $3.00 + per sq./ft.

$3.50 + per sq./ft.

$100.+

$20. + per lin./ft.. (based on 100ft.)
$23. + per lin./ft. (based on 100ft.)
$24. + per lin./ft. (based on 100ft.)
$9.00 + per lin./ft.
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Parge foundation walls

Damp proof foundation walls and install drainage tiles

Repoint exterior brickwork: Soft mortar
Hard mortar

Replace deteriorated bricks

Rebuild parapet wall

Rebuild exterior basement stairwell

Construct new basement walkout and stairs:

Install drain at landing of existing exterior basement stairwell

Construct attached 12ft. x 20ft. carport to house
Construct garage with vinyl siding: Single car
Double car

Install garage door with auto opener: Single steel insulated
Double steel insulated

Install automatic garage door opener
Break wood/soil contact between garage and g-ade
Demolish and remove existing detached single car garage
Install concrete floor into single car garage
Replace dilapidated front porch
Rebuild porch or deck steps
Rebuild porch or deck railings
Lay sod over earth
Construct retaining wall: Wood

Prefab concrete
Install aluminum gutter and downspouts
Painting trim only: soffit/fascia, door and window frames
Painting trim and wall surfaces

$3.00 to $4.00 + per sq./ft.

$60. to $120. per lin./ft. (min. $1,000.)

$3.00 to$ 4.50 per sq./ft. (min. $250.)

$6.00 to $8.00 per sq./ft. (min. $350.)

$20. to $30. per sq./ft.

$20. to $30. per sq./ft.

$3,500. to $5,000. + (depending on number of stairs)
$5,000. to $7,500. + (depending on number of stairs)
$500. to $800.

$3,000. to $5,000.

$10,000. +

$15,000. +

$650. +

$1,200. +

$400. +

$25. to $40. per lin./ft.. (min. $500.)

$1,000. to 1,500. +

$2,000. + (with new base)

$1,500. to $5,000. + (depending on size and scope)
$400. +

$7.00 + per lin./ft. (depending on complexity)
$3.50 + per sq./ft. (min. $200.00)

$20. to $25. + per sq./ft. (min. $500.)

$30. to $45. + per sq./ft. (min. $500.)

$3.00 to $5.00 per lin./ft. (min. $500.)

$1,000. to $1,500. + (excluding repair work)
$2,500. + (excluding repair work)

Install downspout extensions $30. + ea.
Clean gutters in fall or late spring $50. to $150.
Install aluminum soffits/fascia $8.00 to $12.00 per lin./ft.
Install sprinkler system $1,000. +
Electrical System
Upgrade electrical service to: 100 amps $1,200. +
200 amps $1,800. +
Install 16 circuit sub-panel $350. +
Install new 100 amp / 32 breaker panel onto existing 100 amp service $600. +
Install/replace circuit breakers at panel up to 20 amps $80. + ea.
Retrofit outlet, switch, light (fixture not included) $80. + ea.

Retrofit stove and dryer outlets

Retrofit bathroom GFCI outlet

Retrofit exterior outlet in weather-tight box
Retrofit bathroom exhaust fan

Retrofit baseboard heaters

Retrofit kitchen split outlets

Retrofit range hood over stove

Retrofit door bell system

$200. to $400.+ (depending on panel distance)
$150. + ea.

$200. + ea.

$300. + ea.

$350. to $450. + ea. (depending on location)
$150. + ea.

$350. to $450. + ea.

$200. +

PROSPX Copyright, PROSPX Inc. — Home Inspection Services
Inc. WWW.Prospx.ca

Home Inspection Services Al rights reserved.

Page 3



Hardwire smoke detectors $150. + ea.

Replace existing outlet or switch $20. ea. (assuming electrician already there)
Replace existing outlet in bath with GFCI $50. + ea.

Replace existing outlet with aluminum compatible (CO/ ALR) $15. + ea. (assuming several are required)
Rewire outlet with reverse polarity $15. + ea. (assuming electrician already there)
Add 3 prong outlet with grounding in place of ungrounded 2 prong $100. + ea.

Upgrade entire house with aluminum compatible connectors $500. to $700. +

Provide junction boxes for connections in open basement $30. + ea. (assuming electrician already there)
Improve knob & tube wiring and connections in basement ceiling $300. to $1,500. + (depending on scope of work)
Periodic electrical inspection for houses wired with aluminum $150. to $300.

Heating System

Install high-efficiency gas furnace $2,800. to $4,000. +

Install mid-efficiency gas furnace $1,800. to $2,400. +

Installation of air ducts (new) $3,500. +

Installation of air ducts (retrofit) $5,500. +

Replace blower and/or motor $300. +

Relocate cold air return to outside furnace room $200. +

Install drum type humidifier $250. +

Install electronic air filter $500. to $800. +

Duct cleaning service $200. +

Provide combustion air from exterior to furnace room $150. +

Convert oil furnace to gas $1,500. + (if possible)

Remove old oil tank from basement $400. +

Install programmable thermostat $200. +

Install metal liner into existing chimney (gas) $400. to $700. +

Install high-efficiency boiler $5,000. to $8,500. +

Install conventional boiler $3,000. to $4,000.

Install circulating pump $500. +

Install cast iron radiators into basement $400. + ea.

Install cast iron radiators into upper levels $650. + ea.

Install expansion tank $250. +

Install backflow preventer $120. +

Convert from hot water heat to forced air: Bungalow $8,000. to $10,000. +
Two story $15,000. to $20,000. +

Annual service by heating contractor $60. to $100. +

Cooling/Heat Pump System

The following is based on using the existing forced air system.

Add central air conditioning (2 ton unit) $2,300. +

Add central air conditioning (3 ton unit) $2,800. +

Add heat pump (from 2 tons to 3 tons) $4,000. + to 5,500. +
Add attic mounted air conditioner using separate duct system $9,000 +

Annual service by technician $100. +
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Insulation / Ventilation

Insulate open attic area to modem standards

Blow insulation into flat roof, cathedral ceiling or wall cavity
Improve attic ventilation

Removal of UFFI in wood frame walls

Insulate from exterior with rigid insulation prior to residing
Insulate basement from interior

Plumbing System

0.80 to $1.50 per sq./ft.
$2.00 to $3.50 + per sq./ft.
$75. + per vent (min. $125.)
$20. to $35. + per sq./ft.
$1.60 + per sq./ft.

$1.20 + per sq./ft.

Replace water line to house

Replace drain lines to house

Replace galvanized piping with copper in bungalow w/ one bathroom
Replace galvanized piping with copper in bungalow w/ two bathrooms
Replace galvanized piping with copper in two-story w/ one bathroom
Replace galvanized piping with copper in two-story w/ two bathrooms
Replace older or damaged main shut off valve

Replace all drains under basement floor including excavation
Replace galvanized piping with copper in basement

Replace toilet

Replace vanity/pedestal sink including faucet

Replace kitchen sink & faucet

Replace bathtub including ceramic tiles

Install shower stall & faucet

Replace faucet

Retile bathtub enclosure

Install bathroom exhaust fan

Replace concrete laundry tubs with plastic & faucet

Install dishwasher

Install laundry facilities

Relocate laundry facilities to upper floor from basement

Install 3pc. bathroom in basement

Install kitchen in basement

Remodel bathroom completely

Snake out obstruction in main sewer line below yard

Install outdoor faucet

Install sump pump and pit

Interior Components

$150. to $300. + per lin./ft.
$1,500. to $3,000. +
$2,000. +

$2,500. +

$2,500.

$3,000.
$150. +

$3,000. +

$800. +

$350. +

$450. +/ $500. +

$400. +

$1,500. +

$1,500. +

$200. to $500. + (depending on fixture)
$800. +

$350. +

$300. +

$500. + (excluding washer)
$1,000. +

$2,500. +

$4,000. +

$6,000. + (With cabinets)
$5,500. +

$200. to $400.

$150. to $250.

$1,500. +

+

+

Add drywall over plaster

Remove old plaster and install drywall

Spray stipple on existing ceiling

Install suspended tile ceiling

Install drywall on unfinished basement ceiling
Sand and refinish hardwood floors

Install 3/8” hardwood flooring

$1.50 t0 $2.50 + per sq./ft.
$3.50 to $4.50 + per sq./ft.
$1.00 + per sq./ft.

$3.00 to $5.00 + per sq./ft.

$1.50 to $3.00 + per sq./ft.

$1.50 to $3.00 + per sq./ft.
$6.00 to $8.00 + per sq./ft.
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